
 

 

MICRO CABLE PA-12 KH 200µm

(G.657.A1) 288 fibers 7,9mm 

 

 

 

 

  

Cable Type Fiber 

Number 

ML Tube PA 7,9mm 24x12 288 

Properties 

∙ Multi Loose Tube Unarmoured 

∙ Outer Sheath Nylon (PA-12) for optimal

∙ Completely dielectric / non metallic cab

immune to electromagnetic interferenc

∙ Rip cords to open Outer Sheath 

∙ Optimal cable structure 

∙ High fiber density 

 

Specifications/Norms 

Standard: IEC 60794 

Temperature Range Norms: IEC 60794-1-2

Laying -40° to +70°C

Installation: -10° to +40°C

Operation: -30° to +70°C

Fiber colour: acc. To DIN 

Fiber type: Singlemode  

G.657.A1  

IEC/ITU standa

0µm 

 

 

Fiber Type Cable Ø Recommended 

microduct inside Ø 

Dr

Len

G.657.A1 7,9m 12 – 16 mm 2km

Colourcode Fiber – colours in b

Tube colours 
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Characteristics 

Cable Diameter: 7,9 m

Cable Weight:  60 kg

Transport:  Plyw

 2000m

 4000m

Bending radius (installed):  static

 dynam

Tensile Force:  800 N

Crush Resistance: 700N

Outer Sheath colour: orang

Inkjet-Print: FIBER
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®

Drum 

Length 

Article 

Number 

2km/4km On request 

 in bundle (13-24 with rings) 

 5 6 7 

11 12   

mm (+/- 0,2mm) 

kg/km 

lywood/ Wooden Drum 

000m- Size Ø800x570mm-160kg (Gross) 

000m- Size Ø900x750mm-300kg (Gross) 

tatic 12x Cable Diameter 

ynamic 20x Cable Diameter 

00 N 

00N /100mm 

range 

IBER TYPE,TUBE COUNT, DATE- LENGTH 

Primary Coated Fiber 

Tube Filling Compound 

Central Strength Member 

Loose Tube 

Water Blocking Yarn 

Rip Cords 

Outer SheatPA-12 orange 

Water Blocking Yarn 


